
※LS-RR04Mを2台使用する場合。

レスキューレーダー
LS-RR04M

電磁波人命探査装置

東京都品川区東五反田1-7-11　AIOS五反田アネックス704株式会社ライフセンサー

LS-RR04M for searching of live human persons invisible for visual detection under obstruction of broken buildings, 
soil, snow etc. as well as persons hidden in buildings, containers by detecting his breath, movement, and displays 
the distance and direction (when using two units) to survivors. 

High sensitivity to person 
movement (up to 30m) and 
breathing (up to 10m)

 Users: Japan Disaster Relief Team (JDR), Tokyo Hyper Rescue Team, National Police Agency etc.

Device was used to search for survivors in the following disasters: 
Great East Japan Earthquake, Great Sichuan Earthquake, Turkey-Syria Earthquake etc.

東日本大震災、四川大震災、ニュージーランド（クライストチャーチ）地震、
トルコ大地震などにおいて、人命救助活動に使用されました。

導入実績

使用実績

要救助者の
位置まで特定!

NEWモデルは
さらに進化

動きにも（30mまで）
呼吸にも（10mまで）
長距離まで反応する
高い検知能力。

装置①から 2.7ｍの距離に位置し、
かつⒶの範囲内に位置している
可能性が高い

装置①と装置②により示された、
交錯する部分に位置している
可能性が高い

１Dモードの判定結果画面 2Dモードの判定結果画面

国内販売先 ： 国際協力機構(JICA)、東京消防庁、警察庁、警視庁など
海外販売先 ： 中国、東南アジア、欧州、ラテンアメリカなど

LS-RR04Mの新機能「2Dモード」

土砂・雪崩・崩落した建物内に閉じ込められた
人体の動き・呼吸を検知し、生存者までの距離・
方向※をディスプレイ上に表示する救助用機器。
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1Dモードでの判定結果（イメージ） 2Dモードでの判定結果（イメージ）
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より高い判定精度を実現
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